A very useful kit is available for users seeking the convenience of a spin-on installation from applications that use the 33166 and 33196 cartridge style filters.

The 24038 Conversion Adapter Kit converts CAV fuel systems from a cartridge style to spin-on. This kit allows for several spin-on choices:

**WIX 33195**
- Height: 4.077
- Outer Diameter Top: 3.015
- Outer Diameter Bottom: Closed
- Thread Size: 16X1.5 MM
- Burst Pressure-PSI: 290
- Max Flow Rate: 6-8 GPM
- Nominal Micron Rating: 10

**WIX 33358**
- Height: 4.709
- Outer Diameter Top: 3.015
- Outer Diameter Bottom: Closed
- Thread Size: 16X1.5 MM
- Burst Pressure-PSI: 300
- Max Flow Rate: 6-8 GPM
- Nominal Micron Rating: 10

**WIX 33373**
- Height: 5.811
- Outer Diameter Top: 2.985
- Outer Diameter Bottom: Closed
- Thread Size: 16X1.5 MM
- Burst Pressure-PSI: 360
- Max Flow Rate: 6-8 GPM
- Nominal Micron Rating: 10

**WIX 33192**
- Height: 4.088
- Outer Diameter Top: 2.985
- Outer Diameter Bottom: Closed
- Thread Size: 16X1.5 MM
- Burst Pressure-PSI: 300
- Max Flow Rate: 6-8 GPM
- Nominal Micron Rating: 14
  (features drain on bottom)

**WIX 33472**
- Height: 5.196
- Outer Diameter Top: 3.015
- Outer Diameter Bottom: Closed
- Thread Size: 16X1.5 MM
- Burst Pressure-PSI: 330
- Max Flow Rate: 8-10 GPM
- Nominal Micron Rating: 14
  (features drain on bottom)